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Environmental Protection Agency § 60.41a 

§ 60.40a Applicability and designation 
of affected facility. 

(a) The affected facility to which this 
subpart applies is each electric utility 
steam generating unit: 

(1) That is capable of combusting 
more than 73 megawatts (250 million 
Btu/hour) heat input of fossil fuel (ei-
ther alone or in combination with any 
other fuel); and 

(2) For which construction or modi-
fication is commenced after September 
18, 1978. 

(b) Unless and until subpart GG of 
this part extends the applicability of 
subpart GG of this part to electric util-
ity steam generators, this subpart ap-
plies to electric utility combined cycle 
gas turbines that are capable of com-
busting more than 73 megawatts (250 
million Btu/hour) heat input of fossil 
fuel in the steam generator. Only emis-
sions resulting from combustion of 
fuels in the steam generating unit are 
subject to this subpart. (The gas tur-
bine emissions are subject to subpart 
GG of this part.) 

(c) Any change to an existing fossil- 
fuel-fired steam generating unit to ac-
commodate the use of combustible ma-
terials, other than fossil fuels, shall 
not bring that unit under the applica-
bility of this subpart. 

(d) Any change to an existing steam 
generating unit originally designed to 
fire gaseous or liquid fossil fuels, to ac-
commodate the use of any other fuel 
(fossil or nonfossil) shall not bring that 
unit under the applicability of this sub-
part. 

[44 FR 33613, June 11, 1979, as amended at 63 
FR 49453, Sept. 16, 1998] 

§ 60.41a Definitions. 

As used in this subpart, all terms not 
defined herein shall have the meaning 
given them in the Act and in subpart A 
of this part. 

Anthracite means coal that is classi-
fied as anthracite according to the 
American Society of Testing and Mate-
rials’ (ASTM) Standard Specification 
for Classification of Coals by Rank 
D388–77 (incorporated by reference—see 
§60.17). 

Available purchase power means the 
lesser of the following: 

(a) The sum of available system ca-
pacity in all neighboring companies. 

(b) The sum of the rated capacities of 
the power interconnection devices be-
tween the principal company and all 
neighboring companies, minus the sum 
of the electric power load on these 
interconnections. 

(c) The rated capacity of the power 
transmission lines between the power 
interconnection devices and the elec-
tric generating units (the unit in the 
principal company that has the mal-
functioning flue gas desulfurization 
system and the unit(s) in the neigh-
boring company supplying replacement 
electrical power) less the electric 
power load on these transmission lines. 

Available system capacity means the 
capacity determined by subtracting the 
system load and the system emergency 
reserves from the net system capacity. 

Boiler operating day means a 24-hour 
period during which fossil fuel is com-
busted in a steam generating unit for 
the entire 24 hours. 

Coal refuse means waste products of 
coal mining, physical coal cleaning, 
and coal preparation operations (e.g. 
culm, gob, etc.) containing coal, ma-
trix material, clay, and other organic 
and inorganic material. 

Combined cycle gas turbine means a 
stationary turbine combustion system 
where heat from the turbine exhaust 
gases is recovered by a steam gener-
ating unit. 

Duct burner means a device that com-
busts fuel and that is placed in the ex-
haust duct from another source, such 
as a stationary gas turbine, internal 
combustion engine, kiln, etc., to allow 
the firing of additional fuel to heat the 
exhaust gases before the exhaust gases 
enter a heat recovery steam generating 
unit. 

Electric utility combined cycle gas tur-
bine means any combined cycle gas tur-
bine used for electric generation that is 
constructed for the purpose of sup-
plying more than one-third of its po-
tential electric output capacity and 
more than 25 MW electrical output to 
any utility power distribution system 
for sale. Any steam distribution sys-
tem that is constructed for the purpose 
of providing steam to a steam electric 
generator that would produce elec-
trical power for sale is also considered 
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